






Designed for Outstanding Performance. 
1. Beveled exterior master frame for a clean, elegant look. 

2. Multiple insulating air chambers help to reduce conduc-
tion and increase energy efficiency. 

3. Fully extruded lift rail for strength and durability. 

4. Meeting rail interlock gives protection from the weather as 
well as added security. 

5. Metal reinforcement for added strength at the meeting 
rails. 

6. Sloped sill forces water to drain to the exterior. 

7. Double barrier-fin weatherstripping around sashes and 
frame helps to protect against the elements. 

8. Insulated glass unit with optimal air space and the PPG
lnterceptrn Spacer System improves the window's year-
round performa nee. 

9. Hidden screen track for added beauty. 

Other Features 
• Fusion-welded sash and master frame for added strength. 

• Tilt-in sashes for ease of cleaning. 

• Full balance covers help protect against air infiltration and 
add a finished look to the window interior. 

• Constant force balances eliminate sash cords, weights and 
pulleys, and make opening and closing the window easier. 

• Protective hollow bulb seal at the sill acts as a secondary 
weatherstripping. 

• Color-coordinated tilt latches as well as lock and keeper for a
clean, consistent appearance. 

• Color-coordinated dual vent locks limit the movement of the 
sashes from the interior and exterior while allowing for 
ventilation. 
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Options 
• High performance Low-E glass with argon gas for added 

energy efficiency. 
• Obscure glass available. 
• Choose from standard, contour or brass grids. 
• Colonial or diamond grids, as well as specialty grooved 

glass patterns. 
• Full or half fiberglass screens for all models. 
• All models available in beige. 

7142 Salem Road • Lewisbure. OH 45338 
888-724-6500 • 937-962-8000

Come visit us at our Showroom located at: 
1 O 1 N. Commerce Street • Lewisbure. OH 45338 

Intercept is a trademark of PPG Industries. Inc 
• A copy of the wntten product warranty 1s available upon request by writing to Window Warranty Depanment, PO Box 2010 Akron. Ohio 44309 
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